
Because every life has a purpose…

ALTAIR® 2X Gas Detectors
It’s what’s inside that really counts



MSA XCeLL SenSoRS hAvE A TYPICAL LIfE of

MoRE ThAn foUR YEARS, –ThAT’S DoUBLE ThE

InDUSTRY AvERAGE – AnD PRovIDE SUPERIoR

STABILITY, ACCURACY AnD RESPonSE.

ALTAIR 2XP Gas Detector – with XCell Pulse Technology

First stand-alone bump test!  

The ALTAIR 2XP Gas Detector provides a bump test that is so easy to follow, anyone
can do it, from anywhere! The science behind this first-of-its-kind technology will
change the face of portable gas detection as we know it. 
By combining pulse sensor interrogation with a simple flow check, we’ve created the
first successful stand-alone bump test. PULSE sensor interrogation begins, exhale into
the unit. And the result? You’re BUMPED!  

ALTAIR 2XT – Two-Tox Gas Detector

The ALTAIR 2XT Detector eliminates the need for a second detector by utilizing proven
XCell Two-Tox Sensors. XCell Two-Tox Sensors detect two gases on distinct sensor
channels with digital output that minimizes cross channel interference. 

ALTAIR 2X – Single Gas Detector

MSA revolutionized gas detection with XCell Sensor Technology. By miniaturizing the
sensors’ controlling electronics and placing them inside the sensor itself using MSA’s
proprietary application-specific integrated circuit (ASIC) design, MSA XCell Sensors
offer superior stability, accuracy, and sensor life. 

The ALTAIR 2X Gas Detector

The ALTAIR 2X Gas Detector is the first one or two gas detector that incorporates industry-leading XCell

Sensor Technology to deliver unparalleled performance while drastically minimizing total cost of

ownership, increasing durability and delivering enhanced worker safety, compliance and traceability.  

The ALTAIR 2X is also the first portable gas detector to introduce revolutionary XCell Pulse Technology.

Based on proven science and advanced patented sensor capabilities, the ALTAIR 2XP Detector delivers

the world’s first stand-alone bump test. This allows a daily bump test to be performed without the

need for calibration accessories or specific calibration gas.

It’s what’s inside that counts!



Compliance, Traceability and Simplicity 
without Compromising Safety!

InSTRuMenT ReCoRDS ARe SToReD and can be

easily downloaded during periodic gas calibrations using

the Galaxy GX2 test stand. MSA Link Pro Software provides

full networking, traceability, proactive safety, compliance,

and reporting. 

Don’t Leave Safety to Chance!
The industry best practice of conducting a bump test prior to each day’s use is easily achieved with the•
ALTAIR 2XP. Bump anywhere, any time, without bottled gas or accessories.
visual indicators on the detector make verification of bump test easy•

highly visible green light (green light, check mark)•
flashes red when not bumped•
The ALTAIR 2X family of detectors have full instrument traceability of bump and calibration records,•
peak readings, event logs and data logs.

Increase your safety compliance and promote worker confidence!

GLoW-In-THe-DARK VeRSIon 

foR Low LIGhT APPLICATIonS 

AnD EASIER fLEET MAnAGEMEnT 

of MULTIPLE DETECToR SETTInGS.
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Lower Total Cost of ownership
MSA’s industry leading technology combined with product durability means that the ALTAIR 2X Gas Detector provides a lower total cost of
ownership than competitive instruments and will pay for itself quickly.

Reduced Costs and Expense

XCell Sensor response and recovery time reduces the gas consumption for calibration and gas bump•
tests (where applicable). 
The ALTAIR 2XP with XCell Pulse Technology reduces the need for specific calibration gas and bump•
test accessories to provide providing significant savings!
The ALTAIR 2XT Two-Tox eliminates the need for a second instrument in several applications.•

Increased Productivity  

Skip the gas line! – The stand-alone bump test on the ALTAIR 2XP means that you will be•
spending more time doing the job and less time waiting in line or conducting bump tests.
Spending less time at the bump station means less down time and more time producing!
faster bump tests, easy compliance and product reliability means you can get to work•
faster and safer!

Built Tough

Like all MSA detectors, ALTAIR 2X is built for durability and designed for the work that is being completed.

withstands extreme impacts with rugged polycarbonate housing and passes 7,62 m (25 foot) drop test•
IP 67-rated ALTAIR 2X is both dust tight and water tight•
Minimal Rf interference•
full three-year warranty supports the entire instrument, including the sensors.•
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unIque PuLSe CHeCK

AUToMATICALLY ChECkS SEnSoR

RESPonSE AnD CoRRECTS foR

SEnSoR InTEGRITY.  

(ALTAIR 2XP DETECToR onLY)  

A CHeCK MARK AnD 

GREEn LED InDICAToR 

MEAnS YoU ARE BUMPED 

AnD READY To Go

A SIMPLe eXHALeD bReATH

vERIfIES ThAT SEnSoR fLow

PATh IS CLEAR To EnSURE

ThAT GAS REAChES ThE

SEnSoR. (2XP onLY)     

DuRAbILITY – IP 67 DESIGn

AnD InTRInSICALLY SAfE

ConSTRUCTIon SURvIvES

7,6 M (25 fT) DRoP TEST

LARGe, HIGH ConTRAST

DISPLAY ShowS PPM AnD

vISUAL SEnSoR STATUS 

eASY one-buTTon,

GLoVeD-HAnD

oPeRATIon

DuRAbLe, RubbeRIZeD

HouSInG foR SECURE GRIP

with our patented XCell Pulse Technology, we have created a simple and inexpensive approach to bump testing. Years of scientific research,
patented sensor interrogation technology and proprietary sensor response methodologies have delivered the world’s first gas detector with a
stand-alone bump test. Simply put; the use of calibration accessories or bottled calibration gas is not required for bump testing the ALTAIR 2XP
Gas Detector.

How does it work? when the detector is turned on, it automatically begins an electronic pulse check that activates the sensor catalyst and
electrolyte interaction and makes minor corrections against prior calibration values. next the user completes a flow check by exhaling toward
the sensor inlet. An oxygen detector embedded in the sensor, that is only active during the pulse and flow check, detects the drop in oxygen
content of exhaled breath. If both of these checks pass, the detector passes the bump test. 

95 Db ALARM –

wITh RED LED InDICAToRS

AnD vIBRATInG ALARM

enD oF SenSoR LIFe

InDICAToR

ReD LeD InDICAToRS

Show ThAT ThE 

InSTRUMEnT hAS noT 

BEEn BUMP TESTED

XCell® Pulse Technology 
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ordering Information

Detector Type
(Low, High Alarm in ppm)

Charcoal GLoW-In-THe-
DARK

RePLACeMenT
SenSoR

ALTAIR 2 (Low, Hi Alarm in PPM) XP – with XCell Pulse Technology

h₂S-Pulse (10, 15) 10153984 10154188 10121227

ALTAIR 2XT Two-Tox Gas Detector

Co/h₂S (Co: 25, 100; h₂S: 10, 15) 10154040 10154181 10152603

Co-h₂/h₂S* (Co: 25, 100; h₂S: 10, 15) 10154071 10154182 10152604

Co/h₂S-LC* (Co: 25, 100; h₂S: 5, 10) 10154072 10154183 10152605

Co/no₂* (Co: 25, 100; no₂: 2.5, 5) 10154073 10154184 10152606

So₂/h₂S-LC (So₂: 2, 5; h₂S: 10, 15) 10153985 10154190 10152607

ALTAIR 2X Single Gas Detector

Co (25, 100) 10153986 10154185 10152603

Co-h₂* (25, 100) 10154074 10154186 10152604

Co-hC* (25, 100) 10154075 10154187 10152602

h₂S-LC* (5, 10) 10154076 10154189 10152605

So₂ (2, 5) 10154077 10154191 10152607

no₂* (2.5, 5) 10154078 10154192 10152606

nh₃* (25, 50) 10154079 – 10152601

Cl₂* (0.5, 1) 10154080 – 10152600

Size 89 x 54 x 25 mm (LxwxD without clip) 

Weight 113 g w/ clip

Housing Rugged rubberized armor

Ingress
protection IP67

Drop test 7,6 m

Handling one-handed, one-button operation

bump test
indicators

Pass: Green LED flash & checkmark
fail or expiration: Red LED flash only

Audible alarm 95 dB at 30 cm

Visual alarm Ultra-bright LEDs

Vibrating alarm Standard

Display Large-character monochrome LCD

backlight 10s backlight w/ adjustable timeout

battery Replaceable lithium battery

extended temp.
range –20 °C to +50 °C

extreme range –40 °C to +60 °C 

Data log 2X/2XP: > 150 hrs
2XT: > 100 hrs

event log 75 events

Standard
Warranty

Chassis & electronics: 3 years
Cl2 & nh3 sensors: 2 years
All other sensors: 3 years
Does not cover consumable parts.

Certifications/Approvals

USA cCSAus Class I Div 1 Groups A, B, C, D
Class II Div 1 Groups E, f, G Class III
Tamb = –40C to +60C T4
USA: UL 913 7th Edition
Canada: CSA 22.2 no. 157

ATEX fTZU II 2G Ex ia IIC T4 Gb –40C to +60C

IEC/Australia/
new Zealand

fTZU Ex ia IIC T4 Gb –40C to +60C

* Contact MSA for Availability

ACCeSSoRIeS

Galaxy GX2 for ALTAIR, 1 valve, EU 10128653

Electronic Cylinder holder 10105756

Alcohol-free Instrument wipes 10154893

Calibration Gas

DeSCRIPTIon PART nuMbeR

34 L 58 L

60PPM Co, 20PPM h₂S 10154976 10154977

60PPM Co, 10 PPM no₂ 10154978 10154980

20 PPM h₂S, 10 PPM So₂ 10154995 10154996

20 PPM h₂S 10155919 10155918

  

Your direct contact

Subject to change without notice
ID 08-539.2 GB/00

MSA europe 
Thiemannstrasse 1
12059 Berlin
Germany
Phone +49 (0)30 68 86-0
fax +49 (0)30 68 86-15 58
E-mail info.de@MSAsafety.com

MSA International 
1000 Cranberry woods Drive
Cranberry Township, PA 16066
USA
Phone +1-724-776-8626
fax +1-724-741-1559
E-mail msa.international@MSAsafety.com

Technical Specifications


